
EUGENE WILCO
CLOTHING PAD
RACEWAY

YAMHILL VALLEY
WOODWORKS

PO BOX 9
NEWBERG, OREGON 97132
TELEPHONE: 503-789-8034

1" SPACE REQUIRED FOR
ROOF DEFLECTION

TWO (2) SIMPSON MSD25112, MIN 3"
FROM EDGE OF CONCRETE, 2 1/2" MIN APART

0.08" STEEL FABRICATED
POST BASE SEE

MILLWORK DRAWING 33

3- 1" TRUSS HEAD SCREWS PER SIDE

ROOF DECK

 WEB TRUSSES (24" O.C.)

6X6 #1 AND BETTER KILN DRIED DOUGLAS FIR

2X12 BLOCK
METAL BRACKET (SEE MILLWORK
 DRAWINGS PAGE 33)

6X6

WELDED STEEL AWNING BRACKET (see page 17)

CORRUGATED METAL ROOFING

3
4 X 3" ALDER PURLIN

ANGLE BRACING IS DECORATIVE ONLY

STAFAST 14" x 2" LAG BOLTS AT AWBING BRACKETS.
PREDRILL 7

32" PILOT HOLE FULL DEPTH AT EACH

STAFAST 14" x 2" LAG BOLTS AT AWNING BRACKETS.
PREDRILL 7

32" PILOT HOLE FULL DEPTH AT EACH
NO FASTENERS BRACKET TO POST, POST FLOATS FOR DEFLECTION

CLOTHING PAD RACEWAY TYPICAL SECTION
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