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CONTRACTOR TO INSTALL NEW ROOFTOP UNIT PER
. SCHEDULE. INSTALL ON 14" CURB. EXTEND DUCTS
DOWN THROUGH CURB AND CONTINUE AS SHOWN ON
% % % % SHEETS M1.0 AND M3.0. COORDINATE WITH PLUMBING
CONTRACTOR TO MAINTAIN 10 FEET CLEAR OF ANY
T 8 A & &8 & _\W—\ PLUMBING VENTS.
1 B £ 2 F ; '
\VVA4 PPN @ CONTRACTOR TO PROVIDE EXHAUST FAN PER
° ° ° t ° ° ° ° SCHEDULE, MOUNT ON 12" MINIMUM CURB. LOCATE
] ] [ MINIMUM 10 FEET FROM ANY OSA INTAKE.
° ° ° ° ° ° ° ° CONTRACTOR TO MOUNT DUCTLESS AIR CONDITIONING
H 73 57 CONDENSING UNIT ON 14” CURB. ROUTE LINE SET,
POWER AND CONTROLS DOWN THROUGH PORTALS
: PLUS ROOF JACK OR APPROVED.
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Fan Performance Cooling Coil Performance Hot Gas Heating Coil Performance Cooling Energy Efficiency Electrical Notes
Gross
Unit Tags Quantity TRANE Model Number CFM HP ESP Cooling EAT DB EAT WB LAT DB LAT WB LAT Rise MBH EAT LAT EER IEER MCA MOCP VIPH Weight
Capacity
cfm in H20 MBh F F F F F MBh F F EER A Ib
RTU-1 1 GBC180A3EMC**J70000000000B00000000000000 6000 3 1 160.39 81 63 58.4 54.62 39.32 256 50 89.32 11 13.2 79 100 208/3 2600 1,2,34,56
RTU-2 1 GBC180A3EMC**J70000000000B00000000000000 6000 3 1 160.39 81 63 58.4 54.62 39.32 256 50 89.32 11 13.2 79 100 208/3 2600 1,2,3,4,5,6
RTU-3 1 GBC180A3EMC**J70000000000B00000000000000 6000 3 1 160.39 81 63 58.4 54.62 39.32 256 50 89.32 11 13.2 79 100 208/3 2600 1,2,3,4,56
RTU-4 1 GBC180A3EMC**J70000000000B00000000000000 6000 3 1 160.39 81 63 58.4 54.62 39.32 256 50 89.32 11 13.2 79 100 208/3 2600 1,2,3,4,5.6
RTU-5 1 GBCO060A3EMB**J10000000000B00000000000000 2000 1 0.75 52.81 81 63 58.91 54.77 42.4 92 70 112.4 12 14 27.6 40 208/3 1200 1,2,46
RTU-6 1 GBC036A3EMB**J10000000000B00000000000000 1200 1 0.75 32.19 81 63 57.62 54.5 80 70 131.44 12 14 20 25 208/3 1200 1,2,4
RTU-7 1 GBCO036A3EMB**J10000000000B00000000000000 1200 1 0.75 32.19 81 63 57.62 54.5 80 70 131.44 12 14 20 25 208/3 1200 1,2,4
NOTES:
1 PROVIDE ENTHALPY ECONOMIZER
2 PROVIDE WITH 14" ROOF CURB.
3 PROVIDE WITH MIN. 2 SPEED SUPPLY FAN TO MEET ENERGY CODE.
4 PROVIDE WITH CONTROLS AND COMPONENTS TO MEET ASHRAE 90.1 2019, WEB BASED WITH REMOTE ROOM TEMPERATURE SENSORS
5 PROVIDE WITH MANUFACTURER CONCENTRIC SUPPLY/RETURN DIFFUSER DROP, DUCTED.
6 PROVIDE WITH SMOKE DETECTION SHUT DOWN PER OMSC 606.2.1
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