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ENGINEERING INC.

FACADE SECTION FACADE SECTION FACADE STEMWALL DETAIL

ANGLE LEDGER DETAIL
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SCALE: 1 1/2" = 1'-0"
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T.O. FRAMING

FINISHED FLOOR

VARIES

0'-0"

T.O. MASONRY
24'-8"

IMPORTANT NOTE: 
CONTRACTOR TO LOCATE &
INSTALL CODE COMPLIANT 
FACADE ACCESS PANEL AND
VENTILATION

3" X 3" X 54 MIL CLIPS
@ 32" O.C. VERTICALLY.
SCREW TO EACH STUD W/
(3) #10 SCREWS. ATTACH
TO CMU W/ (2) 3/16" X 1 1/4"
MASONRY SCREWS OR (2) 
GUN NAILS.

CFS STUDS @ 16" O.C. (TYP.)

4 5/8" CONCRETE STEMWALL
VERT BAR: #4'S @ 16" O.C.
(BEND INTO FOOTING TYP.)
HORIZ. BAR: #4'S @ 16" O.C. 

SEE FOUNDATION PLAN
FOR FOOTING SIZE AND
REINFORCEMENT REQ'TS

CONCRETE WALK
PER CIVIL

CONCRETE
SLAB

FLASHING
(TYP.)

5/8" CDX PLYWOOD W/ 
#10 SCREWS @ 6" O.C.
ON ALL SUPPORTED PANEL 
EDGES & 12" O.C. IN FIELD. 

5/8" CDX PLYWOOD W/ 
#10 SCREWS @ 6" O.C. 
ON ALL SUPPORTED PANEL 
EDGES & 12" O.C. IN FIELD. 
SEE BLOCKING DETAIL C-S0.0

5/8" CDX PLYWOOD W/ 
#10 SCREWS @ 6" O.C.
ON ALL SUPPORTED PANEL 
EDGES & 12" O.C. IN FIELD. 

5/8" CDX PLYWOOD W/ 
#10 SCREWS @ 6" O.C. 
ON ALL SUPPORTED PANEL 
EDGES & 12" O.C. IN FIELD. 
SEE BLOCKING DETAIL C-S0.0

3" X 3" X 54 MIL CLIPS
@ 32" O.C. VERTICALLY.
SCREW TO EACH STUD W/
(3) #10 SCREWS. ATTACH
TO CMU W/ (2) 3/16" X 1 1/4"
MASONRY SCREWS OR (2) 
GUN NAILS.

362S162 54 MIL
@ 16" O.C.

600S162 54 MIL
@ 16" O.C.

FREE VENTILATING AREA 
REQUIRED FOR SPACE IS 1/150TH
OF THE AREA OF ENCLOSED SPACE

1000S162 68 MIL @ 16" O.C.
(BLOCKING REQ'D @ 1/3 POINTS)

SIMPSON S/LTT20 W/ (8) #10 
SCREWS @ 48" O.C. ATTACH
HOLDOWN TO ANGLE W/
1/2" THROUGH BOLT

DOUBLE STEEL ANGLE PER
THE PLANS. SEE DETAIL 
A-S4.3 FOR ATTACHMENT
REQUIREMENTSSTEEL JOISTS

(TYP.)

CFS WALL (BEYOND)

5/8" CDX PLYWOOD W/ 
#10 SCREWS @ 6" O.C. 
ON ALL SUPPORTED PANEL 
EDGES & 12" O.C. IN FIELD. 
SEE BLOCKING DETAIL C-S0.0

ATTACH TRACK W/
(1) .157" HILTI  L.V.F. 
W/ WASHER @ 8" O.C. 
(MIN. EMBED = 1")

L4X4X1/4 STEEL ANGLE 
LEDGER. ATTACH 
ANGLE TO CMU WALL W/
5/8" SILL BOLTS W/ 5" 
EMBED @ 16" O.C.
OPTION: 5/8" TITEN HD'S
W/ 5" EMBED @ 16" O.C. 

ATTACH P.T. 4x8 W/
1/2" X 12" SILL BOLTS
@ 48" O.C. (TYP.)
(MIN. EMBED: 7")

5/8" PLY
(TYP.) 05/15/2023

BENT H6 OR
EQ. EACH
PURLIN TO
STUD

BENT H6 OR
EQ. EACH
PURLIN TO
STUD

2X OVERHANG MIN.2X O
VERHANG M

IN
.

DBL. PURLIN (FACE-FACE)
W/ TRACK

DBL. PURLIN
(FACE-FACE)
W/ TRACK

BENT H6 OR
EQ. EACH
PURLIN TO
STUD

(2) #10 SCREWS
EACH PURLIN TO
TOP TRACK (TYP.)

FULL HEIGHT 
BLOCKING (TYP.)

(2) #10 SCREWS
EACH PURLIN TO
TOP TRACK (TYP.)

FULL HEIGHT 
BLOCKING (TYP.)

PLYWOOD OVERHANG
FRAMING (BY OTHERS)

1
0

"1
2

"

STEEL ANGLE LEDGER
(SEE DETAIL D-S3.3)

ATTACH TRACK W/
(1) .157" HILTI  L.V.F. 
W/ WASHER @ 8" O.C. 
(MIN. EMBED = 1")
OR #10 SELF TAPPING
SCREWS @ 8" O.C.

07/10/2023

R
ec

ei
ve

d 
by

 C
ity

 o
f E

ug
en

e:
 0

6_
S

3.
3 

S
E

C
T

IO
N

S
 -

 0
7/

22
/2

02
3,

 4
:1

0:
47

 P
M

R
ev

ie
w

ed
 fo

r 
C

od
e 

C
om

pl
ia

nc
e 

 -
  0

8/
18

/2
02

3 
 3

:3
2:

16
 P

M
 P

er
m

it 
N

um
be

r 
- 

23
-0

16
79

-0
1




