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ROOF HATCH AND LADDER SECTION
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1" Ø STEEL RUNGS @ 12"
O.C. W/ ADHESIVE GRIPS

18" WIDE ROOF
ACCESS LADDER

1/4" X 3" PLATE STEEL
SIDE RAILS

ANCHOR TO WALL AT 5' O.C. AND
AT TOP OF LADDER WITH (2) 1/2" 
THROUGH BOLTS CONTINUOUS 
HORIZONTAL 2X BLOCKING
REQUIRED AT BOLT LOCATIONS
UNLESS NOTED OTHERWISE

METAL STUD WALL
(BY OTHERS)

24" WIDE STRIP OF 5/8" 
PLYWOOD OVER 5/8" GWB 
@ LADDER LOCATION

A
S3.4 NOT TO SCALE

3
0

" 
M

IN
.

BLOCK OUT FOR ROOF 
HATCH WITH 4 X 3 X 1/4" 
ANGLES

1/4" STEEL ANGLE
(LLV)

ROOF HATCH WITH DOUBLE WALL 
INSULATED LID, LOCK, SEPARATE
PADLOCK, CLASP, INSULATED 
CURB, PAINT - 3'-0" X 2'-6" 
(INSTALLED 90 DEGREES TO LADDER)

1/8 2" @ 12" O.C. 

05/15/2023

BILCO "LADDERUP SAFETY 
POST" OR EQUIVALENT
ATTACH TO LADDER SIDE RAIL
OR LADDER RUNGS PER
MANUFACTURER'S 
SPECIFICATIONS

7" FROM CENTER
OF RUNG TO FACE
OF WALL FRAMING
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The 6" minimum is toe
space clear of any
obstruction.  OMSC
section 306.5.
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