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ANCHOR BOLT PLAN

NOTE: All Base Piates @ 100°-0" (U.N.)

03/10/23

DATE
01/25/2023
01/26/2023

ANCHOR BOLT SUMMARY

Dia Proj.
ﬂ Locate (in) Type ﬂ

08  Endwall 3/4" F1554 3.00
0 32 Frame 3/4" F1554 3.00

ANCHOR BOLT PLAN

GENERAL NOTES

. THE SPECIFIED ANCHOR ROD DIAMETER

ASSUMES F1554 GRADE 36 UNLESS NOTED
OTHERWISE. ANCHOR ROD MATERIAL OF
EQUAL DIAMETER MEETING OR EXCEEDING
THE STRENGTH REQUIREMENTS SET FORTH
ON THESE DRAWINGS MAY BE UTILIZED AT
THE DISCRETION OF THE FOUNDATION
DESIGN ENGINEER. ANCHOR ROD EMBED-
MENT LENGTH SHALL BE DETERMINED BY
THE FOUNDATION DESIGN ENGINEER.

. METAL BUILDING MANUFACTURER IS NOT

RESPONSIBLE FOR PROJECT FOUNDATION
DESIGN. THE FOUNDATION DESIGN IS THE
RESPONSIBILITY OF A REGISTERED
PROFESSIONAL ENGINEER, FAMILIAR WITH
LOCAL SITE CONDITIONS.

. ANCHOR RODS, NUTS, FLAT WASHERS FOR

ANCHOR RODS, EXPANSION BOLTS, AND
CONCRETE/MASONRY EMBEDMENT PLATES
ARE NOT BY METAL BUILDING MANUFACTURER.

. THE ANCHOR ROD LOCATIONS PROVIDED BY

METAL BUILDING MANUFACTURER SATISFY
PERTINENT REQUIREMENTS FOR THE DESIGN
OF THE MATERIALS SUPPLIED BY THE METAL
BUILDING MANUFACTURER. IT IS THE
RESPONSIBILITY OF THE FOUNDATION
ENGINEER TO MAKE CERTAIN THAT SUFFICIENT
EDGE DISTANCE IS PROVIDED FOR ALL
ANCHOR RODS IN THE DETAILS OF THE
FOUNDATION DESIGN.

. DRAWINGS ARE NOT TO SCALE.

SEE DETAILS FOR COLUMN ORIENTATION.

. THE ANCHOR ROD PLAN INDICATES WHERE

THE ANCHOR RODS ARE TO BE PLACED AS
WELL AS THE FOOTPRINT OF THE METAL
BUILDING. IT IS ESSENTIAL THAT THESE
ANCHOR ROD PATTERNS BE FOLLOWED. IF
THESE SETTINGS DIFFER FROM THE
ARCHITECTURAL FOUNDATION PLANS, THE
METAL BUILDING MANUFACTURER MUST BE
CONTACTED IMMEDIATELY — BEFORE
CONCRETE IS PLACED.

. "SINGLE” CEE COLUMNS SHALL BE

ORIENTED WITH THE "TOES” TOWARD THE
LOW EAVE UNLESS NOTED OTHERWISE.

. ALL DIMENSIONS ARE OUT TO OUT OF STEEL.

IF CONCRETE NOTCH IS REQUIRED THEN THE
REQUIRED DIMENSION SHOULD BE ADDED TO
OBTAIN THE OUT TO OUT OF CONTRETE
DIMENSIONS.

. FINISHED FLOOR ELEVATION = 100’-0"

BOTTOM OF BASE PLATE = 100’-0"
UNLESS NOTED OTHERWISE.
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represent the project engineer of record and

[Manufacturer and does not serve as or
Jshall not be construed as such.

[ The registered professional engineer whose
seal appears on these drawings is

Jproduct of the Metal Building Manufacturer.
lemployed by the Metal Building

[Manufacturer. The drawings and the metal

[ This seal pertains only to the materials
Jdesigned and supplied by the Metal Building
lbuildings which they represent are the






